KHC-1511

WARNINGS !

Always read tool manual before operating
tool.

Always wear safety glasses when
operating or while in the area where a tool
is being used.

When test cycling tool always point tool
away from work piece and away from
personnel.

Operate tool in an unobstructed area.

Disconnect air supply before maintenance
or adjustment and service.

Use only clean compressed air, not to
exceed 110 P.S.l. (7.0 kg/cm sq.)

Air consumption for KHF C-1511 is 12.0
SCFM @ 110-PSI for 50 cycles / rings per
minute.

Do not use bottled gases like, oxygen,
hydrogen, carbon dioxide, acetylene or
other combustible gasses.

Tool must be operated using a quick
disconnect or fitting that allows all
compressed air to be discharged
from the tool when disconnected.

King-Hughes Fasteners, Inc

PNEUMATIC C-RING TOOL
KHC-1511

WARNING !

The employer or user must insure the use of
eye protection during tool use. All eye
protection shall conform to ANSI Z87.1-1989
and provide frontal and side protection; all
personnel located in the work area are
required to use eye protection during loading,
service or operation of the tool. Eye protection
is needed to guard against possible flying
particles and debris that could cause severe

eye injury.

WARNING: TOOL OPERATION

= Always handle tool with care.
= Never engage in horseplay.

= Never pull trigger unless tool is pointed
toward the work piece.

= Keep the hands and bodies of the operator
and all other personnel away from the tool
jaws at all times.

WARNING: LOADING TOOL
= Never place hands or other body parts in
the tool jaws while loading tool. Never

point tool toward anyone.

= Never actuate tool while loading as
accidental injury may occur.

This tool is compliant with or conforms to the
following:

EN292-1: 1991 and EN 292-2: 1995

ANSI, SNT-101- 2002
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